
Wide Format Laminator

RSC-1700M

• Maximum 15m/min

• High quality silicone crown rubber rollers

• Mounting up to 35mm

• Two kinds of temperature can be controlled

• No backing paper-film available 

• Laser safety system

• Side cutter

Description RSC-1700M
Power Consumption 1600W
Max laminating width 1520mm

Film thickness 25~500mic (1~20 mil) 
Max laminating speed 15m/min
No backing paper-film Yes

Max temperature control
Mounting thickness 35mm

Film core size 3” Auto grip
Foot S/W Yes

Safety system Laser system
Roller diameter Ø130

Max film diameter Ø150
Unit dimensions (WxDxH) 2090 x 655 x 1250mm

Carton dimensions (WxDxH) 2185 x 746 x 775mm
Carton weight 190Kg

ROYAL SOVEREIGN QINGDAO INC.
Xia Zhuang Street, Liu JiaXiaoShui Village, Cheng Yang District, 
Qingdao-City Shandong Province, P. R. of CHINA
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- Geschwindigkeit bis zu 15 m/min

- Qualitativ hochwertige Silikonrollen

- Max. Produktstärtke: 35 mm

- 3 Temperaturstufen

- Messer für Längsschnitt

Beschreibung RSC-1700 M

Anschlusswerte 230V / 1600 W

max. Laminierbreite 1600 mm

Filmstärke 25 - 500 mic

max. Geschwindigkeit 15 m/min

max. Temperatur 40°C/60°C

max. Prosuktstärke 35 mm

Kerndurchmesser für Laminierfolie 3“

Rollendurchmesser 130 mm

max. Foliendurchmesser 150 mm

Abmessungen mm (Maschine) 2090 x 655 x 1250 (h)

Abmessungen mm (Verpackung) 2185 x 746 x 775 

Gewicht 190 kg


