
CREASING, PERFORATING AND PUNCHING MACHINE

CYKLOS CHOLTICE
Cukrovarska 104
533 61 Choltice
Czech Republic

Phone: + 420 466 099 025
E-mail: info@cyklos.cz
http://www.cyklos.eu

AirSpeed 450

PARAMETERS
WORKING WIDTH
115 - 456 mm                           

PAPER GRAMMAGE
80 - 400 g/m2 (crease,punch)
80 - 250 g/m2 (perforating)

WIDTH OF CREASE
1,0/ 1,9 mm

DIMENSIONS
132 x 76 x 46 cm
132 x 76 x 123 cm (on table)

WEIGHT
nett 140 kg
gross 189 kg

VOLTAGE / FREQUENCY
230 V / 50 Hz
110 V / 60 Hz

SPEED
3000 sheets A4/ h (1 crease)
4.300 sheets A4/ h (0 crease)

INPUT CAPACITY
70 mm

MAX. NUMBER OF
PERF. KNIVES
13

MIN./MAX. DISTANCE
BETWEEN CREASES
1/ 999 mm

CONTENT OF
PACKING
2x creasing tool
1x perforating tool
1x rotary perforating kit
1x cutting wheel
mobile table

automatic search of pre-defined
folds (1/2, 1/3, 1,4, gate, book cover)

original suction feed system with speed up to 3000 A4 sheets/h
large work table and working width suitable for A2 paper formats
easily exchangeable creasing, perforating and punching tools

two widths of fine creasing channels 
high-quality anvil perforation
rotary perforating and cutting tools
telescopic feed table
batching

7‘‘ touch screen with simple and lucid setting

...more tools available


