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  6rollers provide faster lamination without curling

  Variable speed control  
(12steps: 600~3,000mm/min)

  Digital Auto Reverse Function

  Roller protection 
Although turn off,  roller keep rolling

  Roll-cover 
Easy access to roller for the maintenance

  T-Check 
Display current roller temperature

Model Name HSH-1300

Input voltage (V)  240V AC 50Hz  

Entry Width (mm)  330mm  

Quantity of roller 
Hot roller : 4 ea

Pull roller : 2 ea 

Max. film thickness (mm) 1mm  

Film thickness (mic) 75 ~ 250mic 

Ready time (min) 7 min

Max. laminating speed (m/min)  3 m/min (100mic)

Heating method Hot roller type (Quartz type)  

Temperature control ( ) 
Cold film : 40 ~ 60  

Hot film : 80 ~ 140

Speed control 12 settings  

Manual Reverse Function  Yes  

Auto Remove Jam Yes 

Power Consumption (W)  1350W 

Operating time  Continue 

Unit Dimension(mm) 610 x 295 x 150 mm 

Inner carton Dimension 
(W x D x H) 

685 x 380 x 240 mm 

Master carton Dimension
(W x D x H) 

700 x 400 x 270 mm 

Net Weight(Kg) 16.5 Kg 

- 6 Rollengerät (4 beheizt)

- variable Geschwindigkeit, 12 Stufen, 600-3000 mm/min

- variable Temperatur

- voreingestellte Programme

- anti Stau Funktion

- bestens geeignet für große Mengen uns starken Einsatz

Modell HSH - 1300
Einlaufbreite 330 mm
Rollen 6 (4 beheizt)
max Durchlaufstärke 1 mm
Folienstärke 2x75 - 2x250 mic
Geschwindigkeit bis zu 3000 mm / min
Verarbeitungstemperatur 80 - 140 °C
Geschwindigkeitseinstellung 12 Stufen
Anti Stau Funktion Ja
Anschlusswerte 230 V / 1350 W
Abmessungen 610 x 295 x 150 mm
Verpackungsmasse 685 x 380 x 240 mm
Gewicht 16,50 kg


